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AIR-CONDITIONING:
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O Air-conditioning is a process that simultaneously conditions air; distributes it combined with the outdoor air to the
conditioned space; and at the same time controls and maintains the required space’s temperature, humidity, air movement,
air cleanliness, sound level, and pressure differential within predetermined limits for the health and comfort of the

occupants, for product processing, or both.
PSYCHROMETRICS:

L The psychrometric is that branch of engineering science which deals with the study of moist air i.e., dry air mixed with
water vapour or humidity. It also includes the study of behavior of dry air and water vapour mixture under various sets of
conditions. Though the earth’s atmosphere is a mixture of gases including nitrogen (N,), oxygen (O,), argon (Ar) and carbon

dioxide (CO,), yet for the purpose of psychrometric, it is considered to be a mixture of dry air and water vapour only.

PSYCHOMETRIC PROPERTIES:
Dry air:

O The pure dry air is a mixture of a number of gases such as nitrogen, oxygen, carbon dioxide, hydrogen, argon, neon, helium
etc. But the nitrogen and oxygen have the major portion of the combination. The dry air is considered to have the

composition as given in the following table:

S.No.

Constituent

By volume

By mass

Molecular
Mass

» The molecular mass of dry air is taken as 28.966 and the gas constant
of air (Ra) is equal 0.287 kJ / kg K or 287 J/kg K.

» The molecular mass of water vapour is taken as 18.016 and the gas
constant for water vapour (k) is equal to 0.461-kJ/kg K or 461 J/kg K.

1

.]

3

4

Nitrogen (N3)
Oxygen (02)

Argon (Ar)

Carbon dioxide (COn)

Hydrogen (Ha)

78.03%

20.99%

0.94%

0.03%

0.01%

75.47%

23.19%

1.29%

0.05%

28

32

40

44
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Moist Air:

> It is a mixture of dry air and water vapour. The amount of water vapour present in the air depends Dry air
upon the absolute P and T of the mixture.

Saturated air:

» Saturated air is air that holds water vapor at its highest level. Air is composed of moisture or water
vapor, regardless of the amount of pressure and temperature levels.

» The air consists of the water vapor or moisture at all times no matter what its temperature and
pressure is. When we add more moisture to the air in an enclosed space at certain temperature, the
air tends to keep on absorbing the moisture.

» However, after reaching certain stage, the air is no more able to absorb the moisture and all the extra

moisture is converted into dew or fog. The air that contains maximum amount of moisture that it can
hold at particular temperature is called as saturated air.

Degree of Saturation:

» Degree of saturation is the ratio of humidity ratio of moist air to the humidity of saturated moist
air. Relative humidity is the ratio of partial pressure of water vapour to the equilibrium water vapour
pressure.

» Degree of saturation ranges from 0 to 1 and relative humidity ranges from 0 to 100.

Humidity:

» Humidity is the concentration of water vapour present in the air. Or

» Itis the mass of water vapour present in 1kg of dry air, represented in terms of gm per kg of dry air.
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Absolute humidity

> It is the mass of water vapour present in 1 m3 of dry air, and is generally expressed
in terms of gram per cubic metre of dry air (g /m3 of dry air).

> It is also expressed in terms of grains per cubic metre of dry air. Mathematically, one
kg of water vapour is equal to 15 430 grains.

Relative humidity

> It is the ratio of actual mass of water vapour in a given volume of moist air to the
mass of water vapour in the same volume of saturated air at the same T and P.

> ltis briefly written as RH. Denoted as ¢.

Dry bulb temperature (DBT):

» Itis the T of air recorded by a thermometer, when it is not affected by the moisture
present in the air. The DBT is generally denoted by t or tg,.

Wet bulb temperature (WBT):

» It is the T of air recorded by a thermometer, when its bulb is surrounded by a wet
cloth exposed to the air. Such a thermometer is called WBT.

» The WBT is generally denoted by tw or twb.

Wet bulb depression

» It is the difference between DBT and WBT at any point.

» The wet bulb depression indicates relative humidity of the air.

18-05-2023 Dr. P. K. Das

ADITYA ENGINEERING COLLEGE (A)

ﬂ 107 C
Water
Vapor

100 %
Relative
Humidity

& 20" C
Water
Vapor

53 %
Relative
Humidity

ﬂ 30" C
Water
Vapor

28 %
Relative
Humidity

15 mg/L Absolute
Humidity

“ 30 mg/L Absolute

Humidity

Temperature

Dry Bulb Wet Bulb
Temperature

Dew Point
Temperature




ADITYA ENGINEERING COLLEGE (A)

Wet bulb thermometer

Dew point temperature (DPT): e

> It is the T of air recorded by a thermometer, when the moisture (vapour) present in it |wew thermomeer
begins to condense.

Dew point depression:
> It Is the difference between the DBT and DPT of air.

Psychrometer: ’J = é‘ ey, F3 I"

> There are many types of psychrometers, but the sling psychrometer, is widely used. It | < —— — <
consists of a DBT and a WBT mounted side by side in a protective case that Is attached | = 2 «?, ? |0t
to a handle by a swivel connection so that the case can be easily rotated. " - ' e g

» The DBT is directly exposed to air and measures the actual T of the air. The bulb of the |* - ~ <« =/ <= Tl

WBT is covered; by a wick thoroughly wetted by water. The T measured by this wick WAL SRR pndosis
covered bulb of a thermometer is the T of liquid water in the wick and is called WBT. 210 mol gas

M SOL m20°C (h) S0L wm20°C (e)SOL m20°%

DALTON'S LAW OF PARTIAL PRESSURES

O It states, The total pressure exerted by the mixture of air and water vapour is equal to the sum of the pressures, which
each constituent would exert, if it occupied the same space by itself. In other words, the total pressure exerted by air and
water vapour mixture is equal to the barometric pressure.

O Mathematically, barometric pressure of the mixture, Pb = Pa+ Pv, where Pa = Partial pressure of dry air, and Pv= Partial

pressure of water vapour.
18-05-2023 Dr. P. K. Das 6
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PSYCHROMETRIC RELATIONS
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- Specific humidity, humidity ratio or moisture content.
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> It is the mass of water vapour present in 1 kg of dry air and is generally expressed in g /kg of dry air.

» The ratio of mass of water vapour to the mass of dry air in a given volume of the air-vapour mixture.

Let Pa, Va, Ta, ma and Ra = Pressure, volume, absolute temperature, mass and gas constant respectively for dry air,

and Pv, Vv, mv and Rv = Corresponding values for the water vapour.

Assuming that the dry air and water vapour behave as perfect gases, we have for dry air, P,V, = m,R,T,

and for water vapour, PV, =mR,T,,

AlsoV,=V,and T,=T,=T,... (Where Td is DBT) From the above,

By m R

P. m, R,
B . m, X
Humidity ratio, W = Voo e Py
'"u Rr [’u

Substituting R, = 0.287 klJ/kg K for dry air and R, = 0.461 kJ/kg K for water vapour in the

above equation, we have

0287 x p._ :
— ok = 0.622 x By = 0.622 x Py
. 0.461x p, P, Pp— P,

L pb=pa+l)v)

Temperature —»

]
|
|
!
!
!

7 ko
L U
e C\/

\
\
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rwater vapour \

‘wer vapour

Entropy —————»

i 7<A
v
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Superheated

7



ADITYA ENGINEERING COLLEGE (A)

TADIMTYAY

» Consider unsaturated air containing superheated vapour at DBT t, and partial pressure p, as shown by point A on the T-s
diagram. If water is added into this unsaturated air, the water will evaporate which will increase the moisture content
(specific humidity) of the air and the partial pressure p, increases. This will continue until the water vapour becomes
saturated at that T, as shown by point C in, and there will be more evaporation of water.

» The partial pressure p,, increases to the saturation pressure p, and it is maximum partial pressure of water vapour at
temperature ty. The air containing moisture in such a state (point C) is called saturated air. For saturated air (i.e. when
the air is holding maximum amount of water vapour), the humidity ratio or maximum specific humidity,

where P, = Partial pressure of air corresponding to saturation temperature (i.e. t). W =W =062x P
5 max foc ey
Dedree of saturation or percentage humidity: Py — P,

» The degree of saturation is the ratio of vapour in a unit mass of water air to the mass of water vapour in the same mass
of dry air when it is saturated at the same temperature (DBT),

» It may be defined as the ratio of actual specific humidity to the specific humidity of saturated air at the same DBT. It is

denoted by u. Mathematically 0622 p, P
i }i B Py — P, = &_[p,,‘ﬂ,]: Py Py ¢ - mv s pb.
] . v, 0622p, p \p,-p,) P - P = m )
Relative humidity: Py =P, ] $ P

> The relative humidity is the ratio of actual mass of water vapour (mv) in a given volume of moist air to the mass of
water vapour (ms) in the same volume of saturated air at the same T and P.

18-05-2023 Dr. P. K. Das 8
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.| Pressure of water vapour.

S According to Carrier's equation, the partial pressure of water vapours, (P, —p, ), 1)

pw, = Saturation pressure corresponding to WBT (from steam tables), Pv = Py 1544 — 144 ¢
P, = Barometric pressure, t; = DBT, and t, = WBT. 8
Vapour density or absolute humidity:

We have already discussed that the vapour density or absolute humidity is the mass of water vapour present in 1
m?3 of dry air.

Let v, = Volume of water vapour in m3/kg of dry air at its partial pressure, v, = Volume of dry air in m3/kg of dry
air at its partial pressure, pv, = Density of water vapour in kg/m?® corresponding to its partial pressure and dry bulb
temperature td, and pa = Density of dry air in kg/m3 of dry air. We know that mass of water vapour,

m, = v, P, m, _ v,P, 1 7 =
= m, PeX 7 =RT, o p,= = p. = Wp“;“([)b Py)

My = VaPa " a Pa Pg . Ra Td v Ra Td Ra 74

Since v, = v, , therefore humidity ratio,
W = m, _ P,y Example 1. The readings from a sling psychrometer are as follows
Com, P, or P,=Wp, DBT=30°C, WBT = 20 °C; Barometer reading 740 mm of Hg Using
e Eno it By = BT steam tables, detgrmlne: 1. DPT; 2._ R.H; 3. Specific humldl_ty; 4.
. = a_a d|Degree of-saturation; 5. Vapour density; and 6. Enthalpy of mixture
Since v, = E’L and m_= 1 kg p?Lkg of dry air. Solution given: t; =30 °C ; t,. = 20°C ; P4= 740 mm
a 0 g.

18-05-2023 Dr. P. K. Das
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( 0°C,pb=740mm of Hg=0.74m of Hg
1. Dew point temperature: First of all, let us find the partial pressure of vapour (v,). From steam tables, we find that the

saturation pressure corresponding to wet bulb temperature of 20 °C is Pw = 0.02337 bar
We know that barometric pressure, Pb = 740 mm = 98 642 N/m? = 0.98642 bar.

Partial pressure of vapour
_ (ps — 0, Dy — D, ) Since the DPT is the saturation temperature corresponding to the partial
Py =P pressure of water vapour (vp), therefore from steam tables, we find that

1547 —1.44¢,
(0.98642—0.02337)(30—20)  corresponding to a pressure of 0.0 17 03 bar, the DPT is ty,=15 °C.

1547 —1.44%x 20

= 0.02337—0.00634 = 0.01703 bar
2. Relative humidity: From steam tables, we find that the saturation pressure of vapour corresponding to DBT of 30°C is ps =

0.04242 bar, We know that relative humidity, _py _0.01703
p.  0.04242

=0.02337—

=0.4015 or 40.15%

_0.622p,  0.622x0.01703
T p,—p, 0.98642—0.01703

_0.01059
"~ 0.96930

4. Degree of saturation: We know that specific humidity of saturated air, g 0.622p, _ 0.622x0.04242
' p,—p, 0.98642—-0.04242

0.02638
W 0.010942 _ =0.027945 kg/kg,, o

We know that degree of saturation, y=—=— =0.391 or 39.1%
W. 0.027945 0.944

3. Specific humidity: We know that the specific humidity,

=0.010924 kgfkgczﬁ'} air

18-05-2023 Dr. P. K. Das 10
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)| We know that degree of saturation, , = 2 = 2919242 _ 201 or 39,12 ,
S =W, 0027945 y—PuPsmP J
The degree of saturation (L) may also be calculated from the following relation: P\ Py~ Py

_0.01703| 0.9580642—-0.0242
0.04242| 0.98642—-0.01703

5. Vapour density: We know that vapour density, 0.39] or 30.1% A
= A aF . o Fis.

_W(p,—p,) _0.010942(0.98642-0.01703 )10’
R.T, 287(273+30)

=0.01218kg /m’ of dry air Ans.

Py

6. Enthalpy of mixture per kg of dry air: From steam tables, we find that the latent heat of vaporisation of water at dew point
oC | =
temperature of 15 °C is. Hgq, = 2466.1 KJ/Kkg. h=1.022t, +W[h,, +23t,]

Enthalpy of mixture per kg of dry air, Zdp
=1.022x30+0.010924[2466.1+ 2.3 % 15]

=30.66 +27.32 = 57.98kJ / kg, ., Ans.

Problem 2: The humidity ratio of atmospheric air at 28 °C DBT and 760 mm of mercury
IS 0.016 kg / kg of dry air. Determine: I. partial pressure of Water vapour; ii. relative
humidity; iil. dew point temperature; iv. specific enthalpy; and v. vapour density.

18-05-2023 Dr. P. K. Das 11
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:lven: ta=28°C ; Po= 760 mm of Hg ; W = 0.016 kg/ kg of dry air

Jressure of water vapour:

Let Pv— Partial pressure of water vapour. We know that humidity ratio (W), 0.016 = 0622 p, md 0622 p,
12.16 - 0.016 Pv=10.622 Py or 0.638 Pv=12.16 ; Py—p, 160-p
Pv=12.16/0.638 = 19.06 mm of Hg

= 19.06 x 133.3 = 2540.6 N/mz2 Ans.

2. Relative humidity:

From steam tables, we find that the saturation pressure of vapour corresponding to dry bulb temperature of 28°C is

Ps=0.03778 bar = 3778 N/m : 3 f
i p, 25406

-~ Relative humidity, =
AV umi Iy = 3778' =0672 or 672% .'\“3.

3. Dew point temperature P,
Since the dew point temperature is the saturation temperature corresponding to the partial pressure of water vapour (Pv),
therefore from steam tables, we find that corresponding to a pressure of 2540.6 N/m2(0.025406 bar), the DPT is, top= 21.1° C.
4. Specific enthalpy
From steam tables, latent heat of vaporization of water corresponding to a dew point temperature of 21.1° C,
higap = 2451.76 kJ/kg, We know that specific enthalpy.
h=1.022 ta+ W (higap + 2.3 tap) = 1.022 x 28 + 0.016 (2451.76 + 2.3 x 21 1)
= 28.62 + 40 - 68.62 kJ/kg of dry air.
5. Vapour density
We know that vapour density, W(p,—p.)  0.016(760-19.06) 133.3
- RT, 287273+ 28)

18-05-2023 N [ . 12
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PSYCHROMETRIC CHART:
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O It is a graphical representation of the various thermodynamic properties of moist air. The psychrometric chart is very useful
for finding out the properties of air and eliminate lot of calculations.

O The psychrometric chart is normally drawn for standard atmospheric pressure of 760 mm of Hg (or 1.01325 bar).

» DBT is taken as abscissa and specific humidity as ordinate. Now the saturation curve is drawn by plotting the various
saturation points at corresponding DBT. The saturation curve represents 100% R. H. at various DBT. It also represents the

WBT and DPT.
Dry bulb temperature lines: The DBT lines are vertical i.e.
parallel to the ordinate and uniformly spaced as shown in fig.
Generally the T range of these lines on psychrometric chart is
from - 6° C to 45° C. The DBT lines are drawn with difference
of every 5°C and up to the saturation curve as shown in fig..
The values of DBT are also shown on the saturation curve.

/
/

40 50 60 70 20 50 100 110

Dry Bulb Temperature, °F

v

Psychrometric Chart

< )




Al 30 ()
s |
!
Specific humidity or moisture content lines: 7. _““‘ 20 1‘:?
O The specific humidity lines are horizontal i.e. parallel to the abscissa and are also : — 15 5
uniformly spaced. Generally, moisture content range of these lines on psychrometric i 0 &

chart is from 0 to 30 g / kg of dry air (or from 0 to 0.030 kg / kg of dry air).
O The moisture content lines are drawn with a difference of every 1 g (or 0.001 kg) and
up to the saturation curve.

Dew point temperature lines:
O The DPT lines are horizontal i.e. parallel to the abscissa and non-uniformly spaced.

At any point on the saturation curve, the DBT and DPT are equal.

U The values of DPT are generally given along the saturation curve of the chart.

Wet bulb temperature lines:

0 The WBT lines are inclined straight lines and non-uniformly spaced. At any point on
the saturation curve, the DBT and WBT are equal.

O The values of WBT are generally given along the saturation curve of the chart.

Enthalpy (total heat) lines.

O The enthalpy (or total heat) lines are inclined straight lines and uniformly spaced.
These lines are parallel to the WBT lines, and are drawn up to the saturation curve.

O Some of these lines coincide with the WBT lines also. The values of total enthalpy
are given on a scale above the saturation curve.

18-05-2023 Dr. P. K. Das
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| [
> 2 E ,"/
5 g CEJ 25 /
E
2 2| |E 29 >
& & = ‘_é
| I 2— 15 i 3
I | 2 10 = &
——— Dry bulb temperature —» —— Dry bulb temperature —> g — '
. ] I 5 ~ { eelle
Specific volume lines. § ;
e - - - - - - - 0 e
L The specific vo_Iume lines are obliquely mclmed straight lines and uniformly Dry bulb temperature
spaced. These lines are drawn up to the saturation curve. The values of volume
lines are generally given at the base of the chart.
Vapour pressure lines.
L The vapour pressure lines are horizontal and uniformly spaced. Generally, the T
vapour pressure lines are not drawn in the main chart. Y
O But a scale showing vapour pressure in mm of Hg is given on the extreme left 5
side of the chart as shown in Fig. g
Relative humidity lines. 73
O The relative humidity lines are curved lines and follow the saturation curve. o
Generally, these lines are drawn with values 10%, 20%, and up to 100%. |
O The saturation curve represents 100% relative humidity. The values of relative |
humidity lines are generally given along the lines themselves. ——— Dry bulb temperature —»

18-05-2023 Dr. P. K. Das 15
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PSYCHROMETRIC PROCESSES

The various psychrometric processes involved in air conditioning to vary the psychrometric properties of air according to the

requirement are as follows:

1. Sensible heating, 2. Sensible cooling, 3. Humidification and dehumidification,

4. Cooling and adiabatic humidification,

6. Heating and humidification,

8. Adiabatic chemical dehumidification,
1 Sensible Heating

5. Cooling and humidification by water injection,
7. Humidification by steam injection,
9. Adiabatic mixing of air streams.

O The heating of air, without any-change in its specific humidity, is known as sensible heating. Let air at temperature t,,
passes over a heating coil of temperature t ;. It may be noted that the T of air leaving the heating coil (ty,) will be less than t;.
L The process of sensible heating, on the psychrometric chart, is shown by a horizontal line 1-2 extending from left to right.

The point 3 represents the surface T of the heating coil.

Heating coil
(t43)

Air out
(t42)

=

~—— Dry bulb temperature —»

=
m—— 5p. humidity ==

» The heat absorbed by the air during sensible
heatingg may Dbe obtained from the
psychrometric chart by the enthalpy difference
(h, - hy).

> It may be noted that the specific humidity
during the sensible heating remains constant
(i.,e. W, =W,).

17
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heating may also be obtained from the relation:
Heat added, q = h,—h,

= €, (p—1t,) + ch, Cn—1,)
= (Cpa+We )1, —1,)= Com Tip — L)

The term (cpa + W Cpy) is called humid specific heat (c,,) and its value is taken as 1.022
kJ /kg K. .

« - Heat added, q = 1.0224, —t,) kl/kg

2 Sensible Cooling

L The cooling of air without any change in its specific humidity, is known as
sensible cooling. Let air at temperature t,;, passes over a cooling coil of
temperature ty;. It may be noted that the T of air leaving the cooling colil (ty,) will
be more than tg;.

ADITYA ENGINEERING COLLEGE (A)

» The DBT increases from t,,, to ty, and relative humidity reduces from @,, to @,. The amount of heat added during sensible

=
i
{ \§

!

—— Sp. humidity—

la lp In
—— Dry bulb temperature —»

U The process of sensible cooling, on the psychrometric chart, is shown by a
horizontal line 1-2 extending from right to left. The heat rejected by air during
sensible cooling may be obtained from the psychrometric chart by the enthalpy
difference (h;-h,).

O It may be noted that the specific humidity during the sensible cooling remains
constant (i.e.W,= W,). The DBT reduces from t;; to ty, and relative humidity
increases from @, to @,. The amount of heat rejected during sensible cooling may

also be obtained from the relation:
18-05-2023 Dr. P. K. Das
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Heat rejected, g = hI B h2' - Cpa (tdl' tdz) + WCps(tdl'tdZ)' = (Cpa +W Cps) (tdl B td2) = Cpm (tdl B tdZ)
The term (C, + W C,) iIs called humid specific heat (C,,) and its value is taken as 1.022 kJ / kg K.
- Heat rejected, q = 1.022 (td, - td,) kJ/kg
For air conditioning purposes, the sensible heat per minute is given as,
SH =ma Cpm 4t = vg Cpm 4t kJ/min... (-~ m=vp),
where v = Rate of dry air flowing in m3/min,
p = Density of moist air at 20 °C and 50 %, relative humidity = 1.2 kg / m® of dry air,
Cpm = Humid specific heat = 1.022 kJ /kg K,
At =ty - t;, = Difference of DBT between the entering and leaving conditions of air in °C.
Substituting the values of p and cp, in the above expression,
we get SH=vx1.2x1.022xA4t=1.2264Vv XA tkJmin 1.2264 VX At
60
By-pass Factor of Heating and Cooling Coil e (o Lkl/s = LkW)
The T of the air corning out of the apparatus (t;,) will be less than *ty; in case the coil is a heating coil and more than ty; in
case the coil is a cooling coil.
Let 1 kg of air at T ty, is passed over the coil having its T (i.e. coil surface T) ts.
A little consideration will show that when air passes over a coil, some of it (say x kg) just by-passes unaffected while the
remaining (1-x) kg comes in direct contact with the coil.
This by-pass process of air is measured in terms of a by-pass factor. The amount of air that by-passes or the by-pass factor
depends upon the following factors :

=002044vxArkl/s or kW




) 2. The number of rows in a coil in the direction of flow; and

3. The velocity of flow of air.

1. The no. of fins provided in a unit length i.e. the pitch of the cooling coil fins ;

ADITYA ENGINEERING COLLEGE (A)

It may be noted that the by-pass factor of a cooling coil decreases with decrease in fin spacing and increase in

number of rows.

Balancing the enthalpies. we get

XComly +(1=X)c, 1,
= Ixc,ts ++ ( Where ¢, = Specific humid heat)
or X =ty) = ty-1p
s T3 = las
Ls =Ty

where x is called the by-pass factor of the coil and is gencrally written as BPF. Therefore by-pass
factor for heating coil, '

Lyy =t
BPF = -43” 42 by
fay = gy | ln
. . ‘
Similarly, *by-pass factor for cooling coil, |
’ |
f it a
BPF = 4243
Lar = a3
The by-pass factor for heating or cooling coil may also be “F e :
ig. 18

obtained as discussed below :

2 N C:j

Insulated apparatus

—

r__‘ L. l lr, AN

1kg—> xkg ——> 1kg
(1) —r’ — (le.)
vy ”'ZTIT"J
20




where
U = Overall HTC,
Ac = Surface area of the coil, and

t.. = Logarithmic mean temperature difference.
We know that LMTD

Let the air passes over a heating coil. Since the T distribution of air passing ADITYA ENGINEERING COLLEGE (A)
through the heating coil is. therefore sensible heat given out by the coil.

10 —1 P
(= 42 _dl__ and BPF = -©
rdg R “" 'd3 = ldl
log, | —=—%L
Taz = Tan
Ly —1g

fm = log, (1/ BPF)
Now the equation (f) may be written as

— T4y = ta)
O, = Ux A X (IBPF)

Proceeding in the same way as discussed above,

we can derive the equation (iv) for a cooling coil.
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We have already discussed that the heat added during sensible heating,
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Efficiency of Heating and Cooling Coils
The term (1 - BPF) is known as efficiency of coil or contact factor.

o= BPE=1- 3=t _ ln—lay
: i I

Efficiency of the heating coil, = ta taa—ta
imi ici ing coi a2 =% _ Ta1 — 42
Similarly, Efficiency of the cooling coill, Ne = 11— -- £
tar — La3 Iy — Ta3

3 Humidification and Dehumidification

» The addition of moisture to the air, without change in its DBT, is known as humidification. Similarly, removal of moisture
from the air, without change in its DBT, is known as dehumidification. The heat added during humidification process and
heat removed during dehumidification process.

> It may be noted that in humidification, the relative humidity increases from @, to @, and specific humidity also increases
from W, to W,. Similarly, in dehumidification, the relative humidity decreases from @, to @, and specific humidity also
decreases from W, to W.,.

> It may be noted that in humidification, change in enthalpy is shown by the intercept (h,-h;) on the psychrometric chart. Since
the DBT of air during the humidification remains constant, therefore its sensible heat also remains constant.

> It is thus obvious that the change in enthalpy per kg of dry air due to the increased moisture content equal to (W, - W,) kg
per kg of dry air is considered to cause a latent heat transfer (LH). Mathematically,

LH = (h, - h;) =hg, (W, -W,), where hy, is the latent heat of vaporization at DBT (ty,).
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2 =
S B
£ W, E
= -
= L=
o Q.
73] (73)
| 1w, |
l
— Dry bulb temperature —- — Dry bulb temperature —»
(@) Humidification. (b) Dehumidification.

1. For dehumidification, the above equation may be written as: LH = (h; —h,) = hg, (W, - W)

2. Absolute humidification and dehumidification processes are rarely found in practice. These are always accompanied by
heating or cooling processes.

3. In air conditioning, the latent heat load per minute isgivenas LH =maAh=ma hfgAW =v p hfg AW ... (~ ma =V p)

v = Rate of dry air flowing in m3/min, o = Density of moist air = 1.2 kg/m?3 of dry air,

hi, = Latent heat of vaporization = 2500 kJ /kg, and

AW = Difference of specific humidity between the entering and leaving conditions of air = (W, - W,) for humidification and (W,

—W,) for dehumidification.
Substituting these values in the above expression, we get LH =v x 1.2 x 2500 x AW = 3000 v x AW kJ/min

3000 v x AW
= =50 vx AWkJ/s or kW

18-05-2023 Dr. P. K. Das 60




ods of Obtaining Humidification and Dehumidification

ADITYA ENGINEERING COLLEGE (A)

The humidification is achieved either by supplying or spraying steam or hot water or cold water into the air. The

humidification may be obtained by the following two methods:

1. Direct method. In this method, the water is sprayed in a highly atomized state into the room to be air-conditioned. This

method of obtaining humidification is not very effective.

2. Indirect method. In this method, the water is introduced into the air in the air conditioning plant, with the help of an air-
washer. This -conditioned air is then supplied to the room to be air-conditioned. The air-washer humidification may be

accomplished in the following three ways:

(a) by using re-circulated spray water without prior heating of air,

(b) by pre-heating the air and then washing if with re-circulated water, and

(c) by using heated spray water.
O The dehumidification may be accomplished with the help of an air-washer or by using
chemicals. In the air-washer system the outside or entering air is cooled below its DPT so
that it loses moisture by condensation.
O The moisture removal is also accomplished when the spray water is chilled water and
its T is lower than the dew point T of the entering air.
Q Since the air leaving the air-washer has its DBT much below the desired T in the room,
therefore a heating coil is placed after the air-washer. The dehumidification may also be
achieved by using chemicals which have the capacity to absorb moisture in them. Two
types of chemicals known as absorbents (such as calcium chloride) and adsorbents (such
as silica gel and activated alumina) are commonly used for this purpose.
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Sensible Heat Factor

ADITYA ENGINEERING COLLEGE (A)

As a matter of fact, the heat added during a psychrometric process may be split up into sensible heat and latent heat. The ratio of
the *sensible heat to the total heat is known us sensible heat factor or sensible heat ratio.

Mathematically,
where SH = Sensible heat, and LH = Latent heat.

The sensible heat factor scale is shown on the right hand side of the psychrometric chart.

4. Cooling and Dehumidification

O This process is generally used in summer air conditioning
to cool and dehumidify the air. The air is passed over a cooling
coil or through a cold water spray.

U In this process, the DBT as well as the specific humidity of
air decreases. The final relative humidity of the air is generally
higher than that of the entering air.

U The dehumidification of air is only possible when the
effective surface T of the cooling coil (i.e.ty,) is less than the
DPT of the air entering the coll (i.e., ty, ).

U The effective surface temperature of the coil is known as
apparatus dew point (briefly written as ADP).

! Sensible heqt _ SH

Total heat ) SH+ LH

N

|
|
I
|
!
!
!
1
!

N

. a
— Dry bulb temperature —»

=

=
—  Sp. humidity ——»
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t;, = DBT of air entering the coil,
ty = DPT of the entering air = ty; and

t,, = Effective surface T or ADP of the caoil.

ADITYA ENGINEERING COLLEGE (A)

O Under ideal conditions, the DBT of the air leaving the cooling colil (i.e. ty,) should be equal to the surface T of the cooling
coil (i.e. ADP), but it is never possible due to inefficiency of the cooling coil. Therefore, the resulting condition of air
coming out of the coil is shown by a point 2 on the straight line joining the points 1 and 4. The by-pass factor in this case is

given by

BPF — (g2 = lay
In —tay

W —-W,
BPF = —2——*
W, — W,

l;» — ADP
I, — ADP
h, — hy
hy — hy

O Actually, the cooling and dehumidification process follows the path as shown by a dotted curve, but for the calculation of
psychrometric properties, only end points are important. Thus the cooling and dehumidification process shown by a line 1-2

may be assumed to have followed a path 1-A (i.e. dehumidification) and A-2 (i.e. cooling).

The total heat removed from the air during the cooling and dehumidification process is
g=hl-h2=(hl-hA)+(hA-h2)=LH + SH

where LH = hl — hA = Latent heat removed due to condensation of vapour of the reduced moisture content (W1 —
W2), and SH = hA — h2 = Sensible heat removed. We know that sensible heat factor,

18-05-2023
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Cooling and humidification by water injection A Airflowing
> Adiabatic humidification is the process when finely atomized water i
IS introduced into the air. This doesn't involve the contribution of A 4 B
thermal energy from an external source. No heat is added during the " Atomising water spray

adiabatic humidification process.

If moisture is evaporated into an air volume
without any heat input or removal (this is
the meaning of the term ‘adiabatic’), the
latent heat of evaporation is taken from the
atmosphere.

5. Cooling and adiabatic humidification process &

The sensible heat content - thus the DBT -
IS reduced, but the latent heat content is
increased. The status point moves up and
to the left, along a WBT line. This is the

process involved in evaporative cooling.

ADITYA ENGINEERING COLLEGE (A)

Moisture content
kg/kg4s

Vapour pressure

Dry-bulb O« Os Oa
temperature °C

Note that by this process, the relative humidity is increased. It increases only until it
hits the saturation line, at which it becomes 100%. Beyond it there is no decrease in
sensible temperature. This is the reason why during hot and humid months,
evaporative cooling is ineffective and uncomfortable.

18-05-2023
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Heating and Humidification

Y O

ADITYA ENGINEERING COLLEGE (A)

This process is generally used in winter air conditioning to warm and humidify the air. It is the reverse process of cooling

and dehumidification. When air is passed through a humidifier having spray water temperature higher than the DBT of the
entering air, the unsaturated air will reach the condition of saturation and thus the air becomes hot.
» The heat of vaporization of water is absorbed from the spray water itself and hence it gets cooled. In this way, the air
becomes heated and humidified. The process of heating and humidification is shown by line 1-2 on the psychrometric chart.
» The air enters at condition 1 and leaves at condition 2. In this process, the DBT and specific humidity of air increases.

» The final relative humidity of the air can be lower or higher than that of the entering air.
Let m,, and m,, = Mass of spray water entering

and leaving the humidifier in kg,

hq,, and hg, = Enthalpy of spray water entering

and leaving the humidifier in kJ/kg,

W, and W, = Specific humidity of the entering

and leaving air in kg/kg of dry

h, and h, = Enthalpy of entering and leaving air in

kJ/kg of dry air, and
ma = Mass of dry air entering in kg.
For mass balance of spray water,

(mwl — mw2) = ma (W2 - W1)
mw2 = mwl - ma (W2 —W1) .... (i)
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or and for enthalpy balance, (A)

Myg Ny = Mz Mz = ma (hy = hy) -.(i1)

lwl

Substituting the value of m,,, from equation (i), we have hz - hl =
My Nyt — [ My, - ma (W, - Wy)] hg,, = ma (h, —hy) m,

O The temperatures t; and t,, denote the T of entering and leaving spray water respectively. t; is the mean T of the spray water
which the entering air may be assumed to approach.

O Actually, the heating and humidification process follows the path as shown by dotted curve, but for the calculation of
psychrometric properties, only the end points are important.

O Thus, the heating and humidification process shown by a line 1-2 on the psychrometric chart may be assumed to have
followed the path 1-A (i.e. heating) and A-2 (i.e. humidification). We see that the total heat added to the air during heating
and humidification is q=h2-hl1=(h2-hl)+ (hA-hi)=qt+qQs

where qgt= (h, - h,) = Latent heat of vaporization of the increased moisture content (W, —W,),
and gs = (hA - hi) = Sensible heat added Sensible b ]
We know that sensible heat factor, |SHF = —ome ek fc O y

(b~ hp) + (W= W) b,

TOlal hm[ q qS + ql hz - h'

Heating and Humidification by Steam Injection:

O The steam is normally injected into the air in order to increase its specific humidity. This process is used for the air
conditioning of textile mills where high humidity is to be maintained. The DBT of air changes very little during this process.

O Let m, = Mass of steam supplied, m, = Mass of dry air entering, W1= Specific humidity of air entering, W, = Specific
humidity of air leaving, hl = Enthalpy of air entering, h2 = Enthalpy of air leaving, and hs = Enthalpy of steam injected into
the air.

18-05-2023 Dr. P. K. Das 29



%
A A I AT A AN

L2 T T T 1 I 7

- N | Now for the mass balance

and for the heat balance

m,
W2=Wl+—

-

TR T e =
Airin __1 o o 2
) 1 ="
(ml - =»

Air out

Yy

P A A A A

"l L 2 r T LT L

a

hy=h 4 == xh =h, +(W,- W) b

m,

i

Steam (m)

7 Heating and Dehumidification -Adiabatic Chemical Dehumidification:
O This process is mainly used in industrial air conditioning and can also be used for
some comfort air conditioning installations requiring either a low relative humidity

or low DPT in the room.

O The air is passed over chemicals which have an affinity for moisture. As the air
comes in contact with these chemicals, the moisture gets condensed out of the air
and gives up its latent heat. Due to the condensation, the specific humidity decreases
and the heat of condensation supplies SH for heating the air and thus increasing its

DBT.

O The process, which is the reverse of adiabatic saturation process, by the line 1-2. The
path followed during the process is along the constant WBT line or-constant
enthalpy line. The effectiveness or efficiency of the dehumidifier is given as

ADITYA ENGINEERING COLLEGE (A)

— Sp. humidity —»

— Dry bulb temperature —»

If the air is passed through a chemical
sorbent material (eg, silica gel), some of
the moisture is removed and the latent heat
of evaporation is released.

Actual increase in dry bulb temperature ¢, ~ ¢
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L Two moist air streams are mixed in an adiabatic mixing chamber. An adiabatic mixing of two moist air streams during
which no condensation of moisture takes place is shown above. In the figure, when two air streams at state points 1 and 2
mix, the resulting mixture condition 3 can be obtained from mass and energy balance.

U From the mass balance of dry air and water vapor: my;.wy + m,,.W, = M,3.W3 = (My; + My Wy

O From energy balance: m_, h; + m,,.h, = m_;.h; = (m,, + m,,).h;

Q Finally we will get m1/m2 = (h3-h2)/(h1-h3) = (W3-w2) / (w1-w3)
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NEED FOR VENTILATION

O Ventilating or ventilation (the "V" in HVAC) is the process of exchanging or replacing air in any space to provide high
indoor air quality which involves T control, oxygen replenishment, and removal of moisture, odors, smoke, heat, dust,
airborne bacteria, carbon dioxide, and other gases.

L OR It is used to remove unpleasant smells and excessive moisture, introduce outside air, to keep interior building air
circulating, and to prevent stagnation of the interior air. Ventilation includes both the exchange of air to the outside as well as
circulation of air within the building.

O Proper ventilation prevents air pollutants from affecting the health of you and your family. Not only that, having airflow in
your home can get rid of any unwanted smells, such as from cooking or pets. One of the reasons ventilation is so important is
because it controls how much moisture is lingering in your home.

O Methods for ventilating a building may be divided into mechanical / forced and natural types.

O Mechanical, or forced, ventilation is provided by an air handler and used to control indoor air quality. Excess humidity,
odors, and contaminants can often be controlled via dilution or replacement with outside air. However, in humid climates
more energy is required to remove excess moisture from ventilation air.

O Kitchens and bathrooms typically have mechanical exhausts to control odors and sometimes humidity. Factors in
the design of such systems include the flow rate (which is a function of the fan speed and exhaust vent size) and
noise level. Direct drive fans are available for many applications, and can reduce maintenance needs.

O Ceiling fans and table/floor fans circulate air within a room for the purpose of reducing the perceived temperature
by increasing evaporation of perspiration on the skin of the occupants. Because hot air rises, ceiling fans may be used
to keep a room warmer in the winter by circulating the warm stratified air from the ceiling to the floor.
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NATURAL VENTILATION

O It is the ventilation of a building with outside air without using fans or other mechanical systems. It can be via operable
windows, or trickle vents when spaces are small and the architecture permits. In more complex schemes, warm air is
allowed to rise and flow out high building openings to the outside (stack effect), causing cool outside air to be drawn into
low building openings.

O This schemes can use very little energy, but care must be taken to ensure comfort. In warm or humid climates, maintaining
thermal comfort solely via natural ventilation might not be possible. Air conditioning systems are used, either as backups
or supplements. Air-side economizers also use outside air to condition spaces, but do so using fans, ducts, dampers, and
control systems to introduce and distribute cool outdoor air when appropriate.

O An important component of natural ventilation is air change rate or air changes per hour: the hourly rate of ventilation
divided by the volume of the space.

O For example, six air changes per hour means an amount of new air, equal to the volume of the space, is added every ten
minutes. For human comfort, a minimum of four air changes per hour is typical, though warehouses might have only two.
Too high of an air change rate may be uncomfortable, skin to a wind tunnel which have thousands of changes per hour.

L The highest air change rates are for crowded spaces, bars, night clubs, commercial kitchens at around 30 to 50 air changes
per hour. Room pressure can be either positive or negative with respect to outside the room. Positive pressure occurs when
there is more air being supplied than exhausted, and is common to reduce the infiltration of outside contaminants

Airborne diseases:

O Natural ventilation is a key factor in reducing the spread of airborne illnesses such as tuberculosis, the common cold,
influenza and meningitis. Opening doors, windows, and using ceiling fans are all ways to maximize natural ventilation and
reduce the risk of airborne contagion. Natural ventilation requires little maintenance and is inexpensive.
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INFILTRATION (HVAC)

O Infiltration is the unintentional or accidental introduction of outside air into a building, typically through cracks
In the building envelope and through use of doors for passage. Infiltration is sometimes called air leakage. The
leakage of room air out of a building, intentionally or not, is called exfiltration.

O Infiltration is caused by wind, negative pressurization of the building, and by air buoyancy forces known
commonly as the stack effect. The infiltration rate is the volumetric flow rate of outside air into a building,
typically in cubic feet per minute (CFM) or liters per second (LPS).

O The air exchange rate, (1), is the number of interior volume air changes that occur per hour, and has units of 1/h.
The air exchange rate is also known as air changes per hour (ACH).

O ACH is the hourly ventilation rate, divided by the building volume. It can be calculated by multiplying the
building's CFM by 60, and then dividing by the building volume. (CFM x 60) / volume.

O Infiltration in finished structures can often be measured directly by using tracer-gas leak testing. In many
smaller buildings, 'forced' or 'mechanical’ ventilation is not used to introduce ventilation air. Instead, natural
ventilation, via openable windows and other openings, exhaust fans, and infiltration are used to provide
ventilation air. Typically, at least one-third air change per hour is considered the minimum.

O ASHRAE was adopted in 2004; it clarifies the ventilation air requirements for low-rise residences. The
Standard specifies that forced ventilation is required in houses with infiltration less than 0.35 ACH. This is
typically accomplished with heat recovery ventilation or exhaust fans running constantly or periodically.
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COMFORT CONDITIONS:

comfort’. From the subject point of view, is given by the American Society of Heating, Refrigeration and air Conditioning
Engineers (ASHRAE) which states: human comfort is that conditions of mind, which expressed satisfaction with the
thermal environment.
Physiological Hazards Resulting from Heat:
O In summer the T of the surrounding is always higher than T of the body. Thus the body will gain heat from the surrounding
by means of radiation and convection processes. The body can dissipate eat only through evaporation of sweat.
O When the health loss by evaporation in unable to cope with the heat gain, there will be storage of heat in the body and the T
of body rises. Several physiological hazards exist, the severity of which depends upon the extent and time duration of body T
rise. Following are some of the physiological hazards which may result due to the rise in body T.
1. Heat exhaustion: It is due to the failure of normal blood circulation. The symptoms of heat exhaustion includes fatigue,
headache, dizziness, vomiting and abnormal mental reaction such as irritability, severe heat exhaustion may close fainting. It
does not cause permanent injury to the body and recovery is usually rapid when the person is removed to a cool places.
2. Heat cramp: It results from loss of salt due to an excessive rate of body perspiration. It cases sever pain in the calf and thing
muscles. The heat cramp may be largely avoided by using salt tablets.
3. Heat stroke: It is most serious hazarded, when man is exposed to excessive heat and work, the body T may rise rapidly to
40.5°C (105°F) or higher. At such elevated T, sweating cease and the man may enter a soma, with death imminent. A person
experiencing a hat stroke may have permanent damage to the brain. The heat stroke may be avoided by taking sufficient water
at frequent intervals. It has been found that man doing hard work in the sun requires one liter of water per hour.
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FACTORS AFFECTING HUMAN COMFORT
In designing winter or summer air conditioning system, the designer should be well conversant with a number of factors which
physiologically affect human comfort. The important farces are as follows:

1. Effective temperature, 2. Heat production and regulation in human body, 3. Heat and moisture losses from the human body,

4. Moisture content of air, 5. Quality and quantity of air, 6. Air motion, 7. Hot and cold surfaces and 8. Air stratification

1 Effective Temperature: The degree of warmth or cold felt by a human body depends mainly on the following three factors:

1. DBT, 2. Relative humidity and 3. Air velocity.

O In order to evaluate the combined effect of these factors, the effective T is employed. It is defined as that index which
corelates the combined effects of air T, RH and air velocity on the human body.

O The numerical value of effective T is made equal to the T of stills (i.e 5 to 8 m/min air velocity) saturated air, which produces
the same sensation of warmth or coolness as produced under the given conditions.

O The practical application of the concept of effective T is presented by the comfort chart. This chart is the result of research
made on different kinds of people subjected to wide range of environmental T, RH and air movement by the ASHRAE.

O It is appreciable to reasonably still air (5 to 8 m/min air velocity) to situations where the occupants are seated at rest or doing
light work and to space whose enclosing surfaces are at a mean T equal to the air DBT.

O In the comfort chart, the DBT is taken as abscissa and the WBT of ordinates. The relative humidity lines are reported from
the psychometric chart. The statistically prepared graphs corresponding to summer and winter season are also superimposed.
These graphs have effective T scale as abscissa and % of people feeling comfortable as ordinate.

A close study of the chart reveals that the several combination of wet and DBT with different RH will produces the same
effective T. However, all points located on a given effective T line do not indicate conditions of equal comfort or discomfort.
The extremely-high or low RH may process conditions of discamfort repulses or existent effective T. 36



O The moist desirable relative humidity ranges lies between
30 and 70 %. When the relative humidity is much below 30
%, the mucous membranes and the skin surface become too
dry for comfort and health.
O If the relative humidity is above 70 %, there is a tendency
for a clammy or sticky sensation to develop. The curves at
the top and bottom, indicate the % of person participating in
tests, who found various effective T satisfactory for comfort.
O The comfort chart shows the range for both summer and
winter condition within which a condition of comfort exists
for most people. For summer conditions, the chart indicates
that a maximum of 98 % people felt comfortable for an
effective T of 21.6 °C. For winter conditions, chart indicates
that an effective T of 20 °C was desired by 97.7 % people.

O It has been found that comfort; women require 0.5 °C
higher effect give T than men. All men and women above 40

years of age prefer 0.5 °C higher effective T than the person
below 40 years of age
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variations in the mean radiant temperature (MRT). In the range of 26.5 °C, a rise of 0.5 °C in MRT above the DBT raises the

effective T by 0.5 °C. The effect of mean radiant T on comfort is less pronounced at high T than at low T.

O The comfort conditions for persons at work vary with the rate of work and the amount of clothing worn. In general, the

greater the dredge activity, the lower the effective T necessary for comfort.

O Fig shows the variation in effective T with different air velocities. We see that for the atmospheric conditions of 24 °C DBT

and 16 °C WBT correspond to about 21 °C with nominally still air (velocity 6 m/min) and it is about 17 °C at an air velocity of

210 m/min. the same effective T is observed at higher DBT and WBT it higher velocities.

O The case is reversed after 37.8 °C as in that case higher velocities will increases sensible heat flow from air to body and will

decrease comfort. The same effective T means same feeling of warmth, but it does not means same comfort.

2 HEAT PRODUCTION AND REGULATION IN HUMAN BODY

* The human body acts like a heat entice which gets its energy from the combustion of food within the body. The process of
combustion (called metabolism) produces heat and energy due to the oxidation of redacts in the body by oxygen obtained
from in held air. The rate of heat production depends upon the individual’s health, his physical activity and his environment.

¢ The rate at which the body produces heat is metabolic rate. The heat production from a normal healthy person when a sleep
(based metabolic rate) is about 60 watts and it is about 10 times more for a person carrying out sustained very hard work.

¢ Since the body has a thermal efficiency of 20 %, therefore the remaining 80 % of the heat must be rejected to the surrounding
environment, otherwise accumulation of heat result which causes discomfort. The rate and the manner of rejection of heat is
controlled by the automatic regulation system of a human body.

¢ In order to effect the loss of heat from the body to race cold, the body may react to bring more blood to the capillaries in the
skin. The heat looses from the skin, now, may take place by radiation, convection and by evaporation.
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s When the process of radiation or convection or both fails process necessary loss of heat, the sweat glands become more
active and more moister is debited on the kin, carrying heat always as it evaporates.

* When the T of surrounding air and objects is below the blood T, the heat is removed by radiation and convection.

*» When the T of surrounding air is above the blood T, the heat is removed by evaporation only.

¢ In case the body fails to throw off the requisite amount of heat, the blood T rises. This results in the accumulation of heat
which will cause discomfort.

¢ The human body attempts to maintain its T when exposed to cold by the withdrawl of blood from the outer portions of the
skin, by decreased blood circulation and by an increased rate of metabolism.

3 HEAT AND MOISTURE LOSSES FROM THE HUMAN BODY:

O This heat is given off from the human body as either sensible or latent heat or both. In order to design any air-conditioning
system for spaces which human bodies are to occupy, it is necessary to know the rates at which these two forms of heat are
given off under different conditions of air temperature and bodily activity.

O Fig. shows the graph between sensible heat loss by radiation and convection for an average man and the DBT for different
types of acidity. Fig. shows the graph between the latent heat loss by evaporation T or an average man and DBT for
different types activity.

O The total heat loss from the human body under varying effective T is shown in Fig. From curve D, which apples to men at
rest, we see that from about 19 °C to 30 °C effective T, the heat loss inconstant. At the lower effective T , the heat
dissipation increases which results in a feeling of coolness.

O At higher effective T , the ability to lose heat rapidly decreases resulting in sever discomfort. The curves A, B, C and D
represents as follows:
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4 MOISTURE CONTENT OF AIR
O The DBT, RH and air motion are inter-related. The moisture content of outside air during winter is generally low and it is
above the average during summer, because the capacity of the air to carry moisture is dependent upon its DBT.
U This means that in winter, if the cold outside air having a low moisture content leaks into the conditioned space, it will cause
a low RH unless moisture is assed to the air by the processes of humidification.
O In summer, the reverse will take place unless moisture is removed from the inside air by the dehumidification process. Thus,
while designing an air-conditioning system, the proper DBT for either summer or winter must be selected in accordance with
the practical consideration of RH which are feasible.
_For winter conditions, in the average residence, RH above 35 to 40 % are not practical. In summer comfort cooling, the air
of he occupied space should not have a RH above 0 %. With theses limitations the necessary DBT or the air may be depend
from theleomfort chart. Dr. P.K. Das 40
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5 QUALITY AND QUANTITY OF AIR

The air in an occupied space should, at all times, be free room toxic, unhealthful or disagreeable fumes such as CO2. It should also be free
from dust and odour. In order to obtain these conditions, enough clean outside in must allows be supplied to an occupied space to counteract
or adequately dilute the sources of contamination.
The concentration of odour in a room depends upon many factors such as directory and hygienic habits of occupant, type and amount of
outdoor air supplied, room volume per occupant and types of odour sources. When here is no smoking in a room, 1 m3 / min per person of
outside air will take care of all the conditions. But when smoking takes place in a room,1.5 m3/min per person of outside air is necessary.
In most air conditioning systems, a large amount of air is reticulated over and above the required amount of outside air to satisfy the
minimum ventilation conditions in regard to odour and purity. For general application, a minimum of 0.3 m3/min of outside air per person,
mixed with 0.6 m3/min of recalculated air is good.

6 COLD AND HOT SURFACES
The cold or hot objects in a conditioned space may cause discomfort to the occupants. A single glass of large area when exposed to the
outdoor air during winter will produce Discomfort The atmospheric air contains 0.03 % to 0.04 % by volume of carbon dioxide and it should
not increase 0.6 % which is necessary for proper functioning of respiratory system.
The carbon dioxide, in excess of 2 % dilutes oxygen contents and makes breathing difficult. When the carbon dioxide exceeds 6 %,
breathing is very difficult and 10 % carbon dioxide causes loss of consciousness. A normal man at rest in breathing exhales about 0.015 to
0.018 m3 / h of CO2 to the occupants of a room by absorbing heat from them by radiation. On the other hand, a ceiling that is warmer than
the room air during summer cusses discomfort. Thus, in the designing of an air conditioning system, the temperature of the surfaces to
which the body may be exposed must be given considerable

7AIR STRATIFICATION

When air is heated, its density decreases and thus it rises to the upper part of the confined space. This results in a considerable variation in
the temperatures between the floor and ceiling levels. The movement of the air to produce the temperature gradient from floor to ceiling is
termed as air stratification. In order to achieve comfortable conditions in the occupied space, the air conditioning system must be designed to
reduce the air stratification to a minimum
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FACTORS AFFECTING OPTIMUM EFFECTIVE TEMPERATURE

» Humans generally feel comfortable between temperatures of 22 °C to 27 °C and a relative humidity of 40% to 60%. first cool
the air to 14 °C, and then heat the air to 24 °C. There are also personal factors that can affect the human comfort in a building,
they include; age, gender, state of health, clothing and the level of activity. The age of a person greatly affects the temperature
of a room; older people give off less heat then younger people.

The important factors which affect the optimum effective temperature are as follows:

1. Climatic and seasonal differences. It is a known fact that the people living in colder climates feel comfortable at lower

effective temperatures than those living in warmer religions. There is a relationship between the optimum indoor effective

temperature and the optimum outdoor temperature, which changes with seasons. We see from the comfort chart that in winter the

optimum effective temperature is 19°C whereas in summer this temperature is 22 °C.

2. Clothing: It is another important factor which affects the optimum effective temperature. It may be noted that the person with

light clothing need less optimum temperature than a person with heavy clothing.

3. Age and sex. We have already discussed that the women of all ages require high reflective temperature (about 0.5°C) than

men, similar is the case with young and old people. The children also need higher effective temperature than adults. Thus, the

maternity halls are always kept at an effective temperature of 2 to 3 °C higher than the effective temperature used for adults.

4. Duration of stay. It has been established that if the stay in a room is shorter (as in the case of persons going to banks), then

higher effective temperature is required than that needed for long stay (as in the case of persons working in an office).

5. Kind of activity. When the activity of the person is heavy such as people working in a factory, dancing hall, then low effective

temperature is need than the people sitting in cinema hall or auditorium.

6. Density of Occupants. The effect of body radiant heat from person to person particularly in a densely occupied space like

auditorium is large enough which rewire alight lower effective T.
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."'?J“\@]%Bl//\_%} AIR CONDITIONING SYSTEMS

=LFIntroduction: Air conditioning is the branch of engineering science which deals with the study of
conditioning of air i.e., supplying and maintaining desirable internal atmosphere conditions for human
comfort, irrespective of external conditions.

U In broad sense, it deals with the conditioning of air for industrial purposes, food processing storage of food

and other materials.
Factors affecting comfort Air Conditioning: Four important factors for comfort air conditioning are :

1. Temperature of air: The control of T means the maintenance of any desired T within an enclosed space even
though the T of the outside air is above or below the desired room T.

s This i1s accomplished either by the addition or removal of heat from the enclosed space as and when
demanded. It may be noted that a human being feels comfortable when the air is at 21°C with 56 % RH.

2. Humidity of air: The control of humidity of air means the decreasing or increasing of moisture contents of
air during summer or winter respectively in order to produce comfortable and healthy conditions.

%+ The control of humidity is not only necessary for human comfort but it also increases the efficiency of the
workers. In general, for summer air conditioning, the RH should not be less than 60 % whereas for winter air

canditiening it should not be more than 40 %.  orrk pas 43
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It 1s within acceptable temperature and humidity ranges. It is thus obvious that proper filtration, cleaning and
purification of air is essential to keep it free from dust and other impurities.
4. Motion of air: The motion or circulation of air is another important factor which should be controlled, in order
to keep constant temperature throughout the conditioned space. It is, therefore, necessary that there should be
equi distribution of air throughout the space to be air conditioned.
AIR CONDITIONING SYSTEM

The system which effectively controls these conditions to produce the desired effects upon the occupants of the
space iIs known as an air conditioning system.

EQUIPMENTS USED IN AN AIR CONDITIONING SYSTEM
Following are the main equipments or parts used in an air conditioning system:
1. Circulation fan. The main function of this fan is to move air to and from the room.
2. Air conditioning unit. It is a unit which consists of cooling and dehumidifying processes for summer air
conditioning or heating and humidification processes for winter air Conditioning.
3. Supply duct. It directs the conditioned air from the circulating fan to the space to be air conditioned at proper
point
4. Supply outlets. These are grills which distribute the conditioned air evenly in the room.
5. Return outlets. These are the openings in a room surface which allow the room air to enter the return duct.
6. Filters. The main function of the filters is to remove dust, dirt and other harmful bacteria from the air.
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CLASSIFICATION OF AIR CONDITIONING SYSTEMS

The air conditioning systems may be broadly classified as follows:

1. According to the purpose:

(a) Comfort air conditioning system, and (b) Industrial air conditioning system.

2. According to season of the year:

(a) Winter air conditioning system, (b) Summer air conditioning system, and (c) Year-round air conditioning
system.

3. According to the arrangement of equipment:

(a) Unitary air conditioning system, and (b) Central air conditioning system.

COMFORT AIR CONDITIONING SYSTEM

O In this, the air is brought to the required DBT and RH for the human health, comfort and efficiency. If
sufficient data of the required condition is not given, then it is assumed to be 21°C DBT and 50 % RH. The

sensible heat factor is, generally, kept as following:

» For residence or private office = 0.9, For restaurant or busy office = 0.8, Auditorium or cinema hall
= 0.7, Ball room dance hall etc. = 0.6

» The comfort air conditioning may be adopted for homes, offices, shops, restaurants, theatres,
hospitals, schools etc.
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ENLIGHTENE THE NESCIENCE

PROBLEM: An air conditioning plant is required to supply 60 m of air per minute at a DBT of 21 °C and
55 % RH. The outside air is at DBT of 28 °C and 60 % RH. Determine the mass of water drained and
capacity of the cooling coil. Assume the air conditioning plant first to dehumidify and then to cool the air.
Given v2 = 60 m3/min; ty, = 21°C; @,= 55%); t,, = 28°C; 7, = 60%

Mass of water drained

First of all, mark the initial condition of air at 28°C dry bulb temperature and 60% relative humidity on the 1 h
psychrometric chart as point 1, as shown in Fig. Now mark the final condition of air at 21°C dry bulb temperature
% and 55% relative humidity as point 2. From the psychrometric chart, we find that:
Specific humidity of air at point 1, W1 = 0.0141 kg/kg of dry air

Specific humidity of air at point 2, W2 = 0.0084 kg / kg of dry air

and specific volume of air at point 2, vs2 = 0.845 m3/ kg of dry air — T
We know that mass of air circulated, | =~ _ V2 _ Tl iain . 60% | >
Mass of water drained “© N, 0OB45° - 3w, B
=ma (W1- W2) =71(0.0142 — 0.0084) = 0.412 kg / min = 0.412 x 60=24.72kg/h. , _‘_f' _4 =
Capacity of the cooling coil Cooiing 13 W &
From the psychrometric chart, we find that, Enthalpy of air at point 1, h1=64.8kJ/kg ' I
and enthalpy of air at point 2, h2 = 42.4 kJ / kg of dry air Dy bl temperafﬁe. e

~. Capacity of the cooling coil = ma (h1- h2) = 71(64.8 - 42.4) = 1590.4 kJ / min
= 15998%5/2%4'0 = 757 TR AnS. Dr. P. K. Das 46
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;J‘_JI_JJIWEJ? INDUSTRIAL AIR CONDITIONING SYSTEM

ENLIGHTENE THE NESCIENC!

LI Tt I1s an important system of air conditioning these days in which the inside DBT and RH of the air is kept
constant for proper working of the machines and for the proper research and manufacturing processes.

d Some of the sophisticated electronic and other machines need a particular DBT and RH. Sometimes, these
machines also require a particular method of psychrometric processes.

O This type of air conditioning system is used in textile mills, paper mills, machine-parts manufacturing plants,

tool rooms, photo-processing plants etc.

PROBLEM: Following data refers to an air conditioning system to be designed for an industrial process for hot and
wet climate: Outside conditions = 30° C DBT and 75 % RH, Required inside conditions = 20 °C DBT and 60 % RH,
The required condition is to be achieved first by cooling and dehumidifying and then by heating. If 20 nil of air is
absorbed-by the plant every minute, find : 1. capacity of the cooling coil in tones of refrigeration; 2. capacity of the
heating coil in kW, 3. amount of water removed per hour; and 4. By-pass factor of the heating coil, if its surface
temperature is 35 °C.

Solution: Given tdt = 30°C; Z1= 75%; td3=20°C; 43 = 60%; vl = 20 m3/ min; td4=35°C

1.Capacity of the cooling coil in tones of refrigeration

First of all, mark the initial condition of air at 30 °C DBT and 75% relative humidity on the psychrometric chart as point 1,
as shown in Fig. Then mark the final condition of air at 20°C dry bulb temperature and 60% relative humidity oil the chart as
point 3.

Now locate the points 2' and 2 on the saturation curve by drawing horizontal lines through points 1 and 3 as shown in Fig.
On the chart, the process 1-2' represents the sensible cooling. 2'-2 represents dehumidifying process and 2-3 represents the

sensible heating process. From the psychrometric chart, we find that the specific volume of air at point 1.
18-05-2023 Dr. P. K. Das 47



| Vi = 0.886 m3/ kg of dry air
2| Enthalpy of air at point 1,

—'h, = 81.8 kJ/kg of dry air
and enthalpy of air at point 2,
h, =34.2 kJ / kg of dry air v
We know that mass of air absorbed by the plant,

Capacity of the cooling coil = ma (h; — h,) =22.6 (81.8 - 34.2) = 1075.76 kJ / min

=1075.76 /210 =5.1 TR Ans.

2. Capacity of the heating coil in kW

Vi

m, = = =932 i
0.866 6 kg / min

sl

From the psychrometric chart, we find that enthalpy of air at point 3, hy, = 42.6 kJ / kg of

dry air

=~ Capacity of the heating coil = m, (h, — h,) =22.6 (42.6 - 34.2) = 189.84 1d / min

= 189.84/60 = 3.16 kW Ans.

3. Amount of water removed per hour

From the psychrometric chart,

we find that specific humidity of air at point 1, W; = 0.0202 kg / kg of dry air

and specific humidity of air at point 2, W,= 0.0088 kg / kg of dry air

- Amount of water removed per hour = ma (W, - W,) = 22.6 (0.0202 — 0.0088) =
0.258 kg / min = 0.258 x 60 = 15.48 kg / h Ans.

4. By-pass factor of the heating coil

We know that by-pass factor, tia—ty3  35-20

BPF = =
td4 —tdZ 35—'122

=0.658 Ans.
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WINTER AIR CONDITIONING SYSTEM

O In winter air conditioning, the air is heated, which is generally -accompanied by humidification. The schematic
arrangement of the system is shown in fig.

O The outside air flows through a damper and mixes up with the outside air recirculated air (which is obtained
Fan from the conditioned space). The Filter mixed air passes through a filter to remove dirt, dust and other
Impurities. The air now passes through a preheat coil in order to prevent the possible freezing of water and to
control the evaporation of water in the humidifier. After that, the air is made to pass through a reheat coil to

bring the, air to the designed DBT.

O Now, the conditioned air is supplied to the
conditioned space by a fan. _Fr_om the conditioned Recirculated air Conditioned
space, a part of the used air is exhausted to the Dacaar l | SPR08
atmosphere by the exhaust fans or ventilators. The . Humidifier e
remaining part of the used air (known as re- ‘A‘S — T
circulated air) is again conditioned. > = —_ —

[ The outside air is sucked and made to mix with re- Putside air > K5 — &
circulated air, in order to make for the loss of :—>l oV

.- : P / Fan

conditioned (or used) air through exhaust fans or | Filter VA= |||
ventilation from the conditioned space. 4 Preheater Z Reheat coil
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SUMMER AIR CONDITIONING SYSTEM

O It i1s the most important type of air conditioning, in which the air is cooled and generally dehumidified. The
schematic arrangement of a typical summer air conditioning system shown in fig..

O The outside air flows through the damper, and mixes up with re-circulated air (which is obtained from the
conditioned space). The mixed air passes through a filter to remove dirt, dust and other impurities.

O The air now passes through a cooling coil. The coil has a temperature much below the required DBT of the air in

the conditioned space.

O The cooled air passes through a perforated membrane and loses its moisture in the condensed form which is
collected in a sump. After that, the air is made to pass through a heating coil which heats up the air slightly. This

IS done to bring the air to the designed DBT and Damper RH.

O Now the conditioned air is supplied to the conditioned
space by a fan. From the conditioned space, a part of the
used air is exhausted to the atmosphere by the exhaust
fans or ventilators.

O The remaining part of the used air (known as re-circulated
air) is again conditioned: The outside air is sucked and
made-16 mix with the recirculated air in order to make up
for the loss of conditioned (or used) air through exhaust

fans or ventilation from the conditioned space.
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» | Example: The amount of air supplied to an air conditioned hall is 300 m3/min. The atmospheric

== conditions are 35 °C DBT and 55% RH. The required conditions are 20 °C DBT and 60% RH.

Find out the sensible heat and latent heat removed from the air per minute. Also find sensible heat

factor for the system.
Given v; = 300 m3/min; tdt, = 35°C ; 71 = 55%; td2 = 20°C; 22 = 60%
First of all, mark the initial condition of air at 35°C dry bulb temperature and 55% relative humidity on the psychrometric
chart at point 1, as shown in Fig. 5. Now mark the final condition of air at 20°C dry bulb temperature and 60% relative
humidity on the chart as point 2. Locate point 3 on the chart by drawing horizontal line through point 2 and vertical line
through point 1.
From the psychrometric chart, we find that specific volume of air at point 1, vs1 = 0.9 m3/kg of dry air
. Mass of air supplied,
Sensible heat removed from the air
From the psychrometric chart,
we find that enthalpy of air at point 1, h1= 85.8 kJ/kg of dry air
Enthalpy of air at point 2, h2 = 42.2 kJ/kg of dry air
and enthalpy of air at point 3, h3 = 57.4 kJ/kg of dry air
We know that sensible heat removed from the air, SH = ma (h3 - h2)
=333.3(57.4 - 42.2) = 5066.2 kJ/min Ans.
Latent heat removed from the air
We know that latent heat removed from the air, LH = ma (hl - h3)
= 333.3(85.8 - 57.4) = 9465.7 kJ/min Ans.
Sensible heat factqr for the system = e 55 =
We know thatsensible heal factor for the system, SHF = o= = S50 ougs7 = 0348 Ans. b buib temperature, °C ———»

2

— Sp. humidity ——»
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YEAR-ROUND AIR CONDITIONING SYSTEM

conditioning. The schematic arrangement of a modern summer year-round air conditioning system. The outside

air flows through the damper and mixes up with the Damper re-circulated air (which is obtained from the

conditioned space). The mixed air passes through a filter to remove dirt, dust and other impurities.

O In summer air conditioning, the cooling coil operates to
cool the air to the desired value.
O The dehumidification is obtained by operating the

cooling coil at a temperature lower than the DPT

(apparatus dew point).

O In winter, the cooling coil is made inoperative and the
heating coil operates to heat the air.

O The spray type humidifier is also made use of in the dry

season to humidify the air.
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~ UNITARY AIR CONDITIONING (UAC)

O The subsector UAC contains ductless split, ducted split and rooftop ACs as well as variable refrigerant flow
(VRF) systems and self-contained units, which are movable ACs and window/through-the-wall units.

O Typically one unit is installed to cool one room with the exception of VRF systems and multi-splits, both of
which can be used for several rooms.

O In reversible ACs, the cycle can be reversed and used for heating. The most common UACs, split residential
ACs consist of two modules, one of which contains the compressor, outdoor heat exchanger and expansion
device and is installed outside. The other module with the indoor heat exchanger is placed inside in the room.

O Inverter technology is used in many new units as they can help with improving the energy efficiency during
part load operation.

O In UAC system, the assembled air conditioner is installed in or adjacent to the space to be conditioned.

O Interior air 1s cooled as a fan blows it over the evaporator. The exterior air is heated as a second fan blows it
over the conditioner. In this process, heat is supplied from the room and discharge to the environment.

The unitary air conditioning systems are of the following two types,

1. Window unit
2. Vertical packed units or PTAC systems

1. Window Unit: These type of conditioners have a small capacity of 1 TR to 3TR and are mentioned through a

window or wall. They are employed to condition the air of one room only. If the room is bigger in size, then two

or more units are used.
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2 Vertical Packed Units or Packages terminal air conditioner (PTAC) systems

O These type of air conditioner are bigger in the capacity of 5 to 20TR and are adjacent to the space to be
conditioned. This unit is very useful for conditioning the air of a restaurant, bank or small office.

O PTAC systems are also known as wall split air conditioning systems or ductless systems.

O These PTAC systems which are widely used in hotels have two separate units, the evaporative unit on the
Interior and the condensing unit on the exterior, with tubing passes through the wall and connect them
together. This minimizes the interior system footprint and allows each room to be adjacent independently.

O PTAC system may be adapted to provide heating in cold weather, either directly by using an electric strip, gas
or other heaters, or by reversing the refrigerant flow to heat the interior and draw heat from the exterior air,
converting the air into a heat pump.

O While room air conditioning provides maximum flexibility when cooling rooms it is generally more expensive

than a central air conditioning system
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CENTRAL AIR-CONDITIONING

O It is a system in which air is cooled at a central location and distributed to and from rooms by one or more
fans and ductwork. The work of the air conditioner compressor is what makes the whole process of air
conditioning possible. The compression of the refrigerant gas enables it to discharge heat out of the house,
which is how the cool air is created.

O Central air conditioners circulate cool air through a system of supply and return ducts. Supply ducts and
registers (i.e., openings in the walls, floors, or ceilings covered by grills) carry cooled air from the air
conditioner to the home. This cooled air becomes warmer as it circulates through the home; then it flows back
to the central air conditioner through return ducts and registers.

O Air conditioners help to dehumidify the incoming air, but in extremely humid climates or in cases where the
air conditioner is oversized, it may not achieve a low humidity. Running a dehumidifier in your air conditioned
home will increase your energy use, both for the dehumidifier itself and because the air conditioner will
require more energy to cool your house. A preferable alternative is a dehumidifying heat pipe.

O If you have a central air system in your home, set the fan to shut off at the same time as the compressor, which
Is usually done by setting the "auto" mode on the fan setting. In other words, don't use the system's central fan
to provide air circulation -- use circulating fans in individual rooms.
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Types of central air conditioners

O There are two types of central air conditioners: a split system or a packaged unit.

O In a split-system central air conditioner, an outdoor metal cabinet contains the condenser and compressor,
and an indoor cabinet contains the evaporator. In many split-system air conditioners, this indoor cabinet also
contains a furnace or an air handler.

L The air conditioner’s evaporator coil is installed in the cabinet or main supply duct of this furnace or heat
pump. If your home already has a furnace but no air conditioner, a split system is the most economical
central air conditioner to install.

O In a packaged central air conditioner, the evaporator, condenser, and compressor are all located in one
cabinet, which usually is placed on a roof or on a concrete slab next to the house's foundation. This type of
air conditioner also is used in small commercial buildings.

O Air supply and return ducts come from indoors through the home's exterior wall or roof to connect with the
packaged air conditioner, which is usually located outdoors. Packaged air conditioners often include electric
heating coils or a natural gas furnace. This combination of air conditioner and central heater eliminates the
need for a separate furnace indoors.

Benefits of a Central air-conditioning system

» Indoor comfort during warm weather —

» Cleaner air
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PROBLEM: A small office hall of 25 person capacity is provided with S Ep
ssystem with the following data: Outside conditions = 34 °C DBT and 28 °C WBT, Inside conditions
=24°C DBT and 50% RH, Volume of air supplied=0.4 m3/min /person, Sensible heat load in room

TYA ENGINEERINCGOH((!JLI' IEOGI’ﬁ ﬁAd

=125 600 kJ/h, Latent heat load in the room=42 000 Kj/h. Find the sensible heat factor of the plant.
Solution: Given Seating capacity = 25 persons; tdt = 34°C; twl = 28°C; td2, = 24°C ; #2 = 50% ; vl = 0.4 m3/min/person =
0.4 x 25 =10 m3/min; S.H. load = 125 600 kJ / h; L.H. load =42 000 kJ / h
First of all, mark the initial condition of air at 34°C DBT and 28°C WBT on the psychrometric chart as point 1, as shown in Fig.
Now mark the final condition of air at 24°C dry bulb temperature and 50% RH on the chart as point 2. Now locate point 3 on
the chart by drawing horizontal line through point 2 and vertical line through point 1.
From the psychrometric chart, we find that specific volume at point 1, vs1 = 0.9 m3/ kg of dry air
Enthalpy of air at point 1, h1 = 90 kJ / kg of dry air

Enthalpy of air at point 2, h2 = 48 Id / kg of dry air v, 10 =
and enthalpy of air at point 3, h3 =58/ kg of dry air |". = v, ~ 09 ~ !-1keg/min |
We know that mass of air supplied per min,

and sensible heat removed from the air = ma (h3 - h2) =11.1(58 - 48) = 111 kJ / min ... &

=111 x 60= 6660 kJ/h

Total sensible heat of the room, SH = 6660 + 125 600 =132 260 kJ/ h
We know that latent heat removed from the air

= ma (h1 - h3) = 11.1(90 - 58) = 355 kJ / min = 355 x 60 = 21 300 kJ / h

-~ Total latent heat of the room, LH =21 300 +42000=63300kJ / h

We know that sensible heat factor,

18-05-2023
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SHF =

SH 132 260

SH+ LH ~ 132260+ 63 300

= 0.676 Ans.

Dry bulb temperature, °C ——»




Room Seéible Heat Factor
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sensible heat and room lat
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as the ratio of the room sensible heat to the room total heat. Mathematically, room sensible heat factor,

RSHF =

RSH RSH
RTH

RSH + RLH

ent heat loads.

where RSH = Room sensible heat, RLH = Room latent heat, and RTH = Room total heat.
The conditioned air supplied to the room must have the capacity to take up simultaneously both the room

The point S on the psychrometric chart, represents the supply air condition and the point R represents the
required final condition in the room (i.e. room design condition).
The line SR is called the room sensible heat factor line (RSHF line).

condition

0

!
:

— Sp. humidity —»

Q-. . - — - ————

ldl 2
=~ Dry bulb temperature —

Alignment
circle
b Base line
R
Aoom
7 design
condition
26°C

Dry bulb temperature ———

——— Sp. humidity ——»

The slope of this line gives the ratio of the room sensible heat (RSH) to the room latent heat (RLH).

Sensible heat
factor scale

N\

Calculated
RSHF
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O Thus the supply air having its conditions given by any point on this line will satisfy the requirements of the room

with adequate supply of such air.

O In other words, the supply air having conditions marked by points S1, S2, S3, S4 etc., will satisfy the
requirement but the quantity of air supplied will be different for different supply air points.

O The supply condition at S requires minimum air and at point S, it is maximum of all the four points.

L When the supply air conditions are not known, which in fact is generally required to be found out, the room
sensible heat factor line may be drawn from the calculated value of room sensible heat factor (RSHF), as discussed
below:

1. Mark point a on the sensible heat factor scale given on the right hand corner of the psychrometric chart. The
point a represents the calculated value of RSHF.

2. Join point a with the alignment circle or the reference point b. The line ab is called base line.

3. Mark point R on the psychrometric chart to represent the room design conditions.

4. Through point R draw a line RR' parallel to the base line ab. This line is the required RSHF line.

Note: In a cooling and dehumidification process, the temperature at which the RSHF line intersects the
saturation curve is called room apparatus dew point (ADP).
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OHTENE THE NESCIENCE

Grand Sensible Heat Factor
It is defined as the ratio of the total sensible heat to the grand total heat which the cooling coil or the conditioning
apparatus is required to handle. Mathematically, grand sensible heat factor (GSHF).

where TSH = Total sensible heat = RSH + OASH GSHE ISH & ISH RSH + OASH

TLH = Total latent heat = RLH + OALH GTH — TSH+TLH ~ (RSH + OASH)+(RLH + OALF)

GTH = Grand total heat = TSH + TLH = RSH + RLH + OATH = RSH + RLH + (OASH + OALH)

Let vi= Volume of outside air or ventilation in ms/min, ta« = DBT of outside air in °C,

W= Specific humidity of outside air in kg / kg of dry air, hi= Enthalpy of outside air in kJ / kg of dry air,
te= DBT of room air in °C, W2= Specific humidity of room air in kg / kg of dry air, and

h2= Enthalpy of room air in kJ / kg of dry air.

Outside air sensible heat, OASH = 0.020 44 v1 (tai- te) KW
Outside air latent heat, OALH =50v, (W, -W,) kW
and outside air total heat, OATH = OASH + OALH

The outsidevair total heat may also be calculated from the following relation: OATH = 0.02 v,(h; — h,) kW &



U Generally, the air supplied to the air conditioning plant is a
mixture of fresh air (outside air or ventilation) and the re-
circulated air having the properties of room air.

O On the psychrometric chart, the point 1 represents the outside
condition of air, the point 2 represents the room air condition
and the point 3 represents the mixture condition of air
entering the cooling coil. When the mixture condition enters
the cooling coil or conditioning apparatus, it is cooled and

dehumidified.

ADITYA ENGINEERING COLLEGE (A)

S et 2/ 1 “Mixture ;
ADP_—— A4 7 ‘‘‘‘‘‘‘ condition
- entering
Supply air BSHF Room design the cooling
from cooling ' condition coil
coil

"9’9 - 3
|

-—— - —

o Outdoor
>4 iti
S/ ; condition

7 » 1

S
&/

Dry bulb temperature ———»

U The point 4 shows the supply air or leaving condition of air from the cooling coil or conditioning apparatus.
When the point 3 is joined with the point 4, it gives a GSHF line. This line, when produced up to the
saturation curve, gives ADP If the mixture condition entering the cooling coil or conditioning apparatus and
the GSHF are known, then the GSHF line may be drawn on the psychrometric chart in the similar way as
discussed for RSHF line. The point 4, is the intersection of GSHF line and RSHF line. This point gives the

ideal conditions for supply air to the room.
Effective Room Sensible Heat Factor

It is defined as the ratio of the ERSH to the ERTH. Mathematically,

effective room sensible heat factor,
18-05-2023
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ERSHF =

ERSH
ERTH

ERSH
=~ ERSH + ERLH
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Where ERSH = Effective room sensible heat = RSH + OASH x BPF
= RSH + 0.020 44 v1 (tae— tez) BPF

ERLH = Effective room latent heat = RLH + OALH x BPF

ADITYA ENGINEERING COLLEGE (A)

= RLH + 50w (Wl- Wz) BPF \\Saturation curve ;
ERTH = Effective room total heat = ERSH + ERLH / ™ Outdoor | T
BPF = By-pass factor o b |
L . . . Q S / &
The line joining the point 2 and point 6 i.e. ADP, as shown Q?’ N < / E: "
in Fig. gives the effective room sensible heat factor line / R N b £ 3
(ERSHF line). From point 4, draw 4.4' parallel to 3-2. o " // condition | © _ ;
Therefore from similar triangles 6-4-4' and 6-3-2, LA e l
4 Roomgupply 8 ./
Le /" > alr conditlon Gsﬁi\\-” /bl -
BPF = ngth 4-6 . Length 4°-6 N 3 X 4 — nsril-: e/, mnmem Camme{
I"cngth 3-6 Lﬂngth 2-6 . 4 ERSHF line ge%?"r“ circle } RSHF |
/_.' | ! digon | j
) ) BPF (1- BPF) , l
The by-pass factor is also given by |
— ADP S g —» BPF -4—(1 BPF) ————— |
BPF = -4 L el L
g3 — ADP t;, — ADP ——— Dry bulb temperature ———
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Notes:1 The ERSH, ERLH and ERTH may also be obtained from the following relations:
ERSH = 0.020 44 va(t2- ADP) (1 - BPF) kW

ERLH =50 va (W2- Waor) (1 - BPF) kW

and ERTH = 0.02 vi(h2— haoe) (1 - BPF) kW

where va= Volume of dehumidified air to room or space in ms/min,
ADP = Apparatus dew point in °C,

W,pp = Specific humidity at apparatus dew point in kJ / kg of dry air,
happ = Enthalpy at apparatus dew point in kJ / kg of dry air.

Notes:2. The mass of dehumidified air is given by Room total heat

hy —h,

m, =
where h2= Enthalpy of air at room condition, and
hs= Enthalpy of supply air to room from the cooling coil.
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dmiIn an air conditioning system, the inside and outside conditions are DBT 25 °C, relative humidity

50 % and DBT 40 °C, WBT 27 °C respectively. The RSHF is 0.8. 50 % of the room air is rejected to
atmosphere and an equal quantity of fresh air added before air enters the air conditioning apparatus. If the
fresh air added is 100 m3/min, determine: 1. Room sensible and latent heat load; 2. Sensible and latent heat
load due to fresh air; 3. ADP; 4. Humidity ratio and DBT of air entering air conditioning apparatus. Assume
by-pass factor as zero, density of air as 1.2 kg / m3 at a total pressure of 1.01325 bar.

Given: ty, =40 °C; t,,, = 27°C; t,= 25 °C; @, = 50 % ; RSHF= 0.8; v; = 100 m3/min; ga =1.2 kg/m?

The flow diagram for the air conditioning system is shown in Fig., and it is represented on the psychrometric chart :

First of all, mark the outside condition of air at 40 °C DBT and 27 °C WBT on the psychrometric chart as point 1, as shown in

Fig. Now mark the inside condition of air at 25 °C DBT and 50% RH as point 2. Since 50% of the room air and 50 % of fresh
air is added before entering the air conditioning apparatus, therefore mark point 3 on the line 1-2 such that

=2

Now mark the given value of RSHF (i.e. 0.8) on the room sensible Lepgth 2-3 = Leng;_h e

heat factor scale and join this with the alignment circle (i.e. 26 °C

DBT and 50% RH). DO =
From point 2, draw a line 2-4 parallel to this line. This line is called LT T 00 mmin

RSHF line. The point 4 represents the apparatus dew point (ADP). I@ ‘2 =25:C
From the psychrometric chart, we find the enthalpy of air at point 1, a2 800 ¥
h,= 85.2 kJ / kg of dry air ® TS ) e min S

Enthalpy of air at point 2, h, =50 kJ / kg of dry air Eresh outside air _ @ ) @

and enthalpy of air at point 4, h, = 33 kJ / kg of dry air j00mimin « Mxing ":;[;‘ar';t‘::;"‘g




densible and latent heat load

ADITYA ENGINEERING COLLEGE (A)

‘ We know that mass of air supplied to the room, ma = v3 x pa = (100 + 100)1.2 = 240 kg / min
~ Room sensible heat load, RSH =ma C, (t, - ty,) = 240 x 1.022 (25 - 11.8) = 3238 kJ / min

= 3238/60 = 53.96 kJ/s or kW ... [~ From psychrometric chart, t,, = 11.8 °C]

and room total heat load, RTH = ma (h, — h,) = 240 (50 - 33) = 4080 kJ/min = 4080/60 = 68 kJ/s or kW

. Room latent heat load, RLH = RTH — RSH =68 — 53.96 = 14.04 kW

2. Sensible and latent heat load due to fresh air

We know that mass of fresh air supplied, m;=v; X pa = 100 x 1.2 = 120 kg / min
Sensible heat load due to fresh air = m¢ C ., (ty; - tg,)

=120 x1.022 (40 - 25) = 1840 kJ/min = 1840/ 60 = 30.67 kJ/s or kW Ans.
and total heat load due to fresh air = m; (h;- h,) = 120 (85.2 - 50) = 4224 kJ/min
=4224/60=70.4 kd/s or kW

~.Latent heat load due to fresh air = Total heat load — Sensible heat load

=70.4 - 30.67 = 39.73 kW Ans.

3. ADP

From the psychrometric chart, we find that apparatus dew point (ADP) corresponding
to point4isty, =11.8 °C Ans.

4. Humidity ratio and DBT of air entering air conditioning apparatus

The air entering the air conditioning apparatus is represented by point 3 on the

SHF Scale

Sp. humidity ————»

“\

Iug

| |
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@
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lsa 25 e 40
e Dry bulb temperature, °C =

Ali gnment
cuclv

psychrometric chart as shown in Fig. From the psychrometric chart, we find that humidity

AnSs.
Ans.

ratio corresponding to point 3, W, = 0.0138 kg / kg of dry air
and DBT corresponding to point 3. t,= 32.5°C
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k| An air conditioned space is maintained at 27°C DBT and 40% RH. The ambient conditions are 40

"BBTand 27 °C WBT. The space has a sensible heat gain of 14 kW. The air is supplied to the space at 7

°C saturated. Calculate: 1. Mass of moist air supplied to the space in kg / h; 2. Latent heat gain of space in
kW; and 3. Cooling load of air-washer in KW if 30 per cent of air supplied to the space is fresh, the

remainder being re-circulated.
Solution: Given ty,=.27°C; &,= 50%; t, = 40°C; t,, = 27°C; Qs = 14

kKW = 14 kJ/s = 14x3600 kJ/ h; t,, = 7°C ®
The line diagram for the air conditioned space is shown in Fig. and it is Recirculated air

represented on the psychrometric chart as discussed below: ‘ A"°:::‘c‘;°“ed
First of all, mark the ambient (outside) conditions of air at 40 °C DBT .

and 27 °C WBT on the psychrometric chart as point 1, as shown in Fig. 1® g=e
Now mark the inside conditions of the space at 27 °C DBT and 50% L ‘ @ %= 0%
RH. Since the air is supplied to the space at 7°C saturated, therefore ® Fresh ai @ 7C

mark point 4 on the saturation curve at 7 °C. Also 30 per cent of air 30% Air-washer

supplied to the space (i.e. at point 2) is fresh, therefore mark point 3 on

the line 2-1, such that

Now from the psychrometric chart, we find that enthalpy of air at point 1, h;,= 85 kJ / kg of dry air
Specific humidity of air at point 1, W,= 0.0172 kg / kg of dry air

Enthalpy of air at point 2, h, =56 kJ / kg of dry air

Specific humidity of air at point 2, W, = 0.0112 kg / kg of dry air

Enthalpy of air at point 4, h, =23 kJ / kg of dry air

Specific humidity of air at point 4, W, = 0.0062 kg / kg of dry air
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1. Mass of moist air supplied to the space in kg /h
We know that mass of dry air supplied to the space,

4
e o AUXOO00 e puih
Cullyn—t,) 1.022(27-7)

[ Cpm = Humid specific heat = 1.022 kJ / kg K]

Mass of moist air supplied to the space,
=m, (1+W,) =2465.75 (1 + 0.0062)

= 2481 kg / h Ans. | . |
2. Latent heat gain of space in kW : —— ,,i(; |
We know that latent heat gain of space, Q= m, (W, - W,) hy, T bblmpenm e

= 2465.75 (0.0112 — 0.0062) 2500 = 308 22 kJ/h = 308 22 / 3600 = 8.56 kJ/s or kW Ans.

3. Cooling load of air-washer in kKW

From the psychometric chart, we find that dry bulb temperature of air at point 3, *t,; = 31 °C

and enthalpy of air at point 3, h; = 64.6 kJ / kg of dry air

We know that cooling load of air-washer = ma (h3 - h4) = 2465.75 (64.6 - 23) = 102 575 kJ/h

=102 575/ 3600 = 28.5 k-J/s or kKW Ans.
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